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Installation examples

In most cases garage floors and industrial unit concrete
floors are not level or flat. When the door is fitted level
and the floor is unlevel this causes a problem with
water, dust and dirt being pushed under the gaps where
the rubber on the bottom of the door does not meet the
floor. 

The Weather Stop eradicates this problem by allowing
the door to sit on the flat part of the Weather Stop floor
seal with the hump behind the door. This creates the
seal needed under the door to keep your garage clean
and dry!

How it works 

Roller & Sectional Garage Doors

Up and Over Garage Doors

A standard gap under a garage door should be 
approximately 10mm from the bottom of the door to the
concrete floor. This gap needs sealing.

The Weather Stop is designed to seal gaps up to
15mm. 

The bottom of the door should butt up against the raised
hump. This creates a seal preventing, rain, snow,
leaves, dust and dirt being pushed under the door,
keeping the garage clean and dry!

Seal created 
under the door

Water, leaves and debris now stay outs

Wind pushes water, leaves and debris under the door

Water, leaves, 
debris now stay 
outside!

Seal created under the door

Level door, unlevel floor creates gaps



Overall Dimensions

Weather Stop rubber seal

310ml black sealant cartridge 

Professional sealant gun 

Fitting instructions 

Specification

The Weather S top kit includes

The Weather Stop has been designed with a
solid yellow rubber line at the top of the hump.
This ensures that the floor seal is highly visible
for people to step over when entering and 
exiting the garage. 

The yellow line is a permanent solid rubber infill
which will not come off when driven over. 

The base of the Weather Stop has been 
precisely designed with a serrated grooved
base. This creates an ideal surface for the
sealant, providing excellent adhesion when the
rubber Weather Stop is bonded to a concrete
floor.

The Weather Stop Kit includes Soudaflex 40
FC 310ml BLACK sealant. Soudaflex 40 FC is
a high quality one component polyurethane
sealant for a wide range of sealing and bonding
applications. Soudaflex 40 FC has great 
bonding strength to fix the Weather Stop rubber
floor seal to a concrete floor.

1No  310ml cartridge is sufficient to glue up to
a (6188mm) 20ft 3ins length Weather Stop floor
seal.

Weather Stop is 85mm wide x 15mm at the
highest point. The product is available in 
8 different lengths to suit all opening sizes.

The Weather Stop seal is made from high 
quality black “solid” EPDM (ethylene 
propylene diene monomer) 70° Shore A
rubber.

The Weather Stop will not crack, move or 
shatter when driven over. EPDM rubber is 
commonly used in weather seals on all 
vehicles including door seals, window seals,
trunk seals and hood seals. 

EPDM rubber is very durable and flexible 
material and works extremely well with the
Weather Stop design. In particular, the 
flexiblitiy of EPDM rubber allows the 
undulations of a concrete floors to be 
followed, thus ensuring good points of 
adhesive contact at all time.

The Thin Yellow Line & 
Serrated Grooved Base

(2225mm) 7ft 3ins Length Kit 

(2530mm) 8ft 3ins Length Kit 

(3139mm) 10ft 3ins Length Kit 

(3749mm) 12ft 3ins Length Kit   

(4358mm) 14ft 3ins Length Kit   

(4968mm) 16ft 3ins Length Kit  

(5578mm) 18ft 3ins Length Kit   

(6188mm) 20ft 3ins Length Kit  

The Weather Stop Kit 

EPDM Rubber

Sealant

Serrated Grooved Base

The Thin Yellow Line

Design protected by Design Registration No.
4007082. Names secured by Trademark
Registration No. 2484335.

Design 

Available Kit Lengths



Available from: 

Tel. 0845 0945 822
Email: enquiries@weatherstop.co.uk 

Web: www.weatherstop.co.uk

PO Box 654 
Southport 
PR8 9HE
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